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Core drilling
Concrete ceiling

Super-flat  
top performance

Installation dimensions 
with vertical drain

Installation dimensions 
with side drain

The waste fitting specially developed for BETTEFLOOR with a draining capacity of 0.85 
l/sec. and a standard head permits individual height compensation for floor structures 
from 110 to 180 mm. If a vertical waste fitting is used for draining through a floor cavity, 
the installation height is reduced to a minimum of 65 mm. 

BetteiNSTALLATION SYSTEM FLUSH-TO-FLOOR
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Simply sealed
For flush-to-floor installation with the BETTEFOOT-SYSTEM we have also developed a 
reliable sealing system which guarantees absolutely water-tight installation. It consists 
of prefabricated single elements which can be individually combined depending on the 
installation method chosen.
Installation is easy and safe: The corner elements are glued on after installation of the 
BETTEFOOT-SYSTEM and positioning of the outlet. After the film has been glued on, 
the shower tray is inserted and connected to the outlet. The film is glued to the screed 
and the bathroom tiled as normal. The gap between the tiles and the tray is sealed with 
silicone.

BetteSEALING SYSTEM
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Ideal installation aids:  
flexible and quiet
The BETTEFOOT-SYSTEM guarantees quick, safe and cost-effective height compen-
sation in the installation of shower trays. For this purpose a frame is clamped under 
the tray edge into which the height-adjustable feet are screwed. In this way the load is 
distributed over the entire frame and not just at certain points.
It is no longer necessary to underpin the shower tray.
BETTESOUND INSULATION – available in a set – insulates sound from the walls, floor 
and masonry. Installation in accordance with DIN 4109/A1 – Sound insulation in struc-
tural engineering.

BetteFOOT-SYSTEM, BetteSOUND insulation
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BetteANCHORS

Firmly anchored
The bath or shower tray is firmly secured to the wall with the BETTEANCHORS – 
naturally with sound insulation. One set contains the three anchors required for 
optimum installation.
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